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RETRACTABLE TARP — COMPLETE KIT MEASUREMENT FORM

CUSTOMER DETAILS

Customer Date
Contact Phone
Address Email
Order / Rego Body Brand
HOOD TYPE COLOUR SELECTION BOW SELECTION
|:| 60% Quarry Spec Tick one colour only
[] Mesh MESH m
[lpvc [] Black [ maroon
|:| 80% Waterproof — PVC |:| Green |:| Red BOW HEIGHT
|:| Roll-up flap with ropes |:| Light Blue |:| Dark Blue
and rubber rings |:| Terracotta |:| Grey D 200 mm D 550 mm
[] Asphalt Spec — Canvas (Black) [] Hivis Orange* [] Hivis Green* [] 350 mm (] 700 mm
PVC [] 450 mm
BODY TYPE
|:| Black |:| Red
[] Rigid Truck ] white [] Grey ELECTRIC SYSTEM
[] pog Trailer [] Blue [] maroon [] 12 volt
[] semi [] Green L] vellow [] 24 Volt
* Surcharge applies
TAILGATE (] Not required
[] Two-Way Gate OPERATING REQUIREMENTS
|:| Forward Hinged |:| Shaft Driven System
[[] Rear Top Hinged [] cable Handle Drive (not a shaft system)
D Other |:| Single cable |:| Dual cable

REQUIRED DIMENSIONS - all measurements in millimetres

A Inner Width Front mm

B Inner Width Rear mm

C  Outer Width Front mm

D Outer Width Rear mm

E Total Length mm

F  Front of Body to Hinge mm

G Side Height mm

H  Hoist Height above Rail mm

| Rear Post Width mm

J Hoist Width at Rail mm

K Hoist Depth at Rail mm

L Hoist Top Width mm  HOIST DETAIL

M Hoist Top Depth mm Hoist height above rail
N Headboard Height mm Hoist width at rail

Hoist depth at rail

rail level

REQUIRED TARP LENGTH
measured from front of bin

Hoist top width

(<)
= X <« T

Hoist top depth

Please draw any additional detail required on the figures above.

IMPORTANT: All tarps are custom made to the measurements supplied, so their accuracy is the customer’s responsibility.
Full Waterproof and Pull-Out Tarp systems use a different form — please contact head office on 1300 850 413 with any questions.



