
OVERVIEW Pull Tarp Kit — Installation Guide

STEP 1 Fit the headboard brackets

Drill 4 × Ø10 mm holes near the top corners of the

headboard, then bolt on the L and support brackets.

M10 × 25 mm bolts ×4 · M10 washers ×8 · 10 mm nylocs ×4

STEP 2 Fit the pull tarp system

Sit the pull tarp system on the L brackets, centred

across the headboard, and bolt it down at both ends.

M10 × 25 mm bolts ×4 · M10 washers ×8 · 10 mm nylocs ×4

STEP 3 Fit the shark fins and tie-off rods

Shark fins on the outside of each rear corner; tie-off

rods on the tailgate and the end of the headboard.

10 mm tap screws ×4 · 40 mm brass screws ×8

STEP 4 Fit the plastic end caps

Push an end cap into each end of the tarp pole and

fix each one with 2 × 22 mm screws.

22 mm grey screws ×4

PARTS & HARDWARE CHECK

Item Step Used In kit Spare

Mounting Bracket — L (90° angle) 1 2 2 —

Support Bracket 1 2 2 —

Pull Tarp System 2 1 1 —

Shark Fin Bracket 3 2 2 —

Plastic Tie-Off Rod 3 4 4 —

Round Plastic End Cap 4 2 2 —

M10 × 25 mm Bolt 1, 2 8 8 —

M10 Washer 1, 2 16 20 4

10 mm Nyloc Nut 1, 2 8 10 2

10 mm Tap Screw 3 4 4 —

40 mm Brass Screw 3 8 10 2

22 mm Screw (Grey) 4 4 4 —

TOOLS NEEDED

Drill · 9 mm and 10 mm drill bits · drill / driver

Spanner or socket set
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STEP 1 Fit the headboard brackets PULL TARP KIT · INSTALLATION GUIDE

4 × Ø10 mm holes

2 holes each side

PARTS FOR THIS STEP

Mounting Bracket — L × 2

Support Bracket × 2

HARDWARE

M10 × 25 mm Bolts × 4

M10 Washers × 8

10 mm Nyloc Nuts × 4

TOOLS Drill · 10 mm drill bit · spanner or socket set

1 Mark 4 holes near the top corners of the headboard — 2 each side (green).

2 Drill each hole with a 10 mm drill bit.

3 Fix the L mounting brackets and support brackets to the top of the headboard
using 4 × M10 × 25 mm bolts, M10 washers and 10 mm nyloc nuts.

TIP

Hold an L bracket in place and mark

through its holes, so the holes line

up with the bracket before you drill.



STEP 2 Fit the pull tarp system PULL TARP KIT · INSTALLATION GUIDE

Sits on the L brackets

Bolted at both ends

PARTS FOR THIS STEP

Pull Tarp System × 1

HARDWARE

M10 × 25 mm Bolts × 4

M10 Washers × 8

10 mm Nyloc Nuts × 4

TOOLS Spanner or socket set

FIXING DETAIL 2 bolts per bracket · 4 in total

M10 × 25 mm bolt

M10 washer

Pull tarp system
L bracket

M10 washer

10 mm nyloc nut

1 Place the pull tarp system on top of the L brackets, centred across the headboard.

2 Fit an M10 × 25 mm bolt and M10 washer through each bracket hole — 2 per bracket.

3 Fit an M10 washer and 10 mm nyloc nut to each bolt underneath and tighten.



STEP 3 Fit the shark fins and tie-off rods PULL TARP KIT · INSTALLATION GUIDE

Tie-off rods × 4

Fit wherever suits

Shark fins × 2

Outside of each rear corner

PARTS FOR THIS STEP

Shark Fin Brackets × 2

Plastic Tie-Off Rods × 4

HARDWARE

10 mm Tap Screws × 4

40 mm Brass Screws × 8+2 spare

TOOLS Drill · 9 mm drill bit
So the tap screws cut a thread into the steel body

OPTION

The tie-off rods can go wherever suits your
truck and load — positions shown are a guide.

1 Fit a shark fin bracket to the outside of each rear corner , at the top of the body.

2 Drill 9 mm pilot holes, then fix each shark fin with 2 × 10 mm tap screws.

3 Fit the tie-off rods with 40 mm brass screws — 2 on the tailgate,
2 on the end of the headboard beside the cab, one above the other.


